CM8 SPARES KIT

This kit contains key components required to help you keep
your clean machine fully operational.




Benefits to you:

Immediate availahility of spares.

Maximum machine up time or availahility.

Less risk of yield reduction.

Ease of fault or hreakdown recovery — more self sufficiency.
Reduced requirement for emergency engineer visit.

Price reduction on buying individual parts.

Easy to store, kit comes in small package.

Easy to source, no minimum order value or endless part numbers.




Part No.

BE13028SP

BE2116SP
BE7231SP
BE2192SP

GE34067SP
GE37528SP

GE35932

SP15114SP
SP42070SP

SP34033

EB40127SP

MP40062
HA41581
FA25689
ES1659SP
HA35851
SA50879

Description

BEARING ID8 0D22 FLANGED
BEARING, BALL 8MM DIA
BEARING, BALL 300D X 100D
BEARING

DRIVE GEAR - CONVEYOR
GEAR SPUR MAIN DRIVE
GEAR

SPRING, BOTTOM

TENSION SPRING, AR RTN TOP
SPRING

CONTROL BOARD M32
SNUBBER DISK

A/STATIC BRUSH

PIN

MAGNET

MAGNETIC CATCH

Pneu Kit Assy CM8

Top Level

Bearings
Bearings
Bearings
Bearings
Gears
Gears
Gears
Springs
Springs
Springs
Electronic
General
General
General
General
General
Pneumatic

Non Top Drive - SK52936SP

Qty
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Non Top Drive - SK52936SP

Part No. Where Fitted

BE13028SP Bottom roller either side of rubber rollers

BE2116SP Top roller bearing

BE7231SP Conveyor shaft hearings

BE2192SP Bearing for idler gears at rear

GE34067SP Conveyor drive gear

GE37528SP Main drive gear fitted to motor

GE35932 Idler gears between main drive gear & roller drive gears
SP15114SP Bottom adhesive springs

SP42070SP Top adhesive springs

SP34033 Roller spring stahilises bottom rollers

EB40127SP Main control board fitted inside rear cover

MP40062 Fitted behind roller drive gears to life gears off motor gear when pushing in
HA41581 Brush to remove static from roller

FA25689 Pin for drive gears

ES1659SP

HA35851 Magnet catch

SA50879 Pneumatic Controls fitted inside control cover



Top Drive - SK52937SP

Part No. Description Top Level Qty
BE13028SP BEARING ID8 0D22 FLANGED Bearings 2
BE2116SP BEARING, BALL 8MM DIA Bearings 2
BE7231SP BEARING, BALL 300D X 100D Bearings 2
BE2192SP BEARING Bearings 4
GE34067SP DRIVE GEAR - CONVEYOR Gears 1
GE37528SP GEAR SPUR MAIN DRIVE Gears 1
GE35932 GEAR Gears 2
SP15114SP SPRING, BOTTOM Springs 2
SP42070SP TENSION SPRING, AR RTN TOP Springs 2
SP34033 SPRING Springs 1
EB40127SP CONTROL BOARD M32 Electronic 1
MP40062 SNUBBER DISK General 1
HA41581 A/STATIC BRUSH General 1
FA25689 PIN General 2
ES1659SP MAGNET General 2
HA35851 MAGNETIC CATCH General 2
SA50879 Pneu Kit Assy CM8 Pneumatic 1
BE11162SP BEARING, FLANGED 08 ID Bearings (TD) 2
GE11119 GEAR, TOP DRIVE IDLER Gears (TD) 2
GE43961 GEAR, TOP DRIVE IDLER - SHORT Gears (TD) 1
GE43962 GEAR, TOP DRIVE IDLER - LONG Gears (TD) 1
MP42064 BLOCK, TOP LIFT, FRONT flachine Plastic (TD 1
PN40le6l VALVE, 3/2 + LEAD Pneumatic (TD) 1



Top Drive - SK52937SP

Part No. Where Fitted

BE13028SP Bottom roller either side of rubber rollers
BE2116SP Top roller bearing

BE7231SP Conveyor shaft hearings

BE2192SP Bearing for idler gears at rear

GE34067SP Conveyor drive gear

GE37528SP Main drive gear fitted to motor

GE35932 Idler gears hetween main drive gear & roller drive gears
SP15114SP Bottom adhesive springs

SP42070SP Top adhesive springs

SP34033 Roller spring stabilises bottom rollers
EB40127SP Main control board fitted inside rear cover
MP40062 Fitted behind roller drive gears to life gears off motor gear when pushing in
HA41581 Brush to remove static from roller

FA25689 Pin for drive gears

ES1659SP

HA35851 Magnet catch

SA50879 Pneumatic Controls fitted inside control cover
BE11162SP Bearings fitted to top drive Assy

GE11119 Top Drive Idler gears

GE43961 Top Drive Idler gears short

GE43962 Top Drive Idler gears long

MP42064 Plastic block on top drive

PN40l161 Solenoid used in pneumatic control flof for top drive






